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L E D I A  L L O D   
LED Illuminating Strip 
for Exterior Use

Elegant in any context, LEDIA LL
is ideally suited to a variety of ap-
plications. It is available in four
lengths. Frameless glass lens 
integrates subtly into pavers or
concrete walkways to highlight 
or act as directional identifiers.
The tempered glass lens, coated
internally with a translucent white 
coating, is bonded to the stainless
steel housing providing a sealed
enclosure. LEDIA mounts into a
recessed stainless steel sub-

frame, which serves as a cable
vault for making power connec-
tions. Remote 120vAC/10vDC
power supply unit is required.
LED colors; red, blue, green,
amber, white. See technical sheet
for details. Underwater model 
is available. See LEDIA LL UW
catalog page for details.

Listed 1838, Low Voltage 
Landscape Lighting Systems

L E D I A  L L I D   
LED Illuminating Strip 
for Interior Use

LEDIA LL ID model for interior 
use features leveling adjustment 
allowing installation to be flush
with floor surface. It is available 
in four lengths. Luminaire assem-
bly may be adjusted for depths
from 2.4" to 5.5". Remote
120vAC/10vDC power supply unit
is required. LED colors; red, blue,
green, amber, white. See technical
sheet for details. Underwater
model is available. See LEDIA LL
UW catalog page for details.  

Listed 2108, Low Voltage
Lighting Systems

Model Dimensions Qty LEDs Wattage
LEDIA LL-OD-09 9.5" x 1.1" 16 LEDs 2
LEDIA LL-OD-18 18.1" x 1.1" 32 LEDs 4
LEDIA LL-OD-27 27.2" x 1.1" 48 LEDs 6
LEDIA LL-OD-36 35.8" x 1.1" 64 LEDs 8

Model Dimensions Qty LEDs Wattage
LEDIA LL-ID-09 9.5" x 1.1" 16 LEDs 2
LEDIA LL-ID-18 18.1" x 1.1" 32 LEDs 4
LEDIA LL-ID-27 27.2" x 1.1" 48 LEDs 6
LEDIA LL-ID-36 35.8" x 1.1" 64 LEDs 8
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2930 South Fairview Street
Santa Ana, CA 92704
Phone: 714 668 3660
Fax: 714 668 1107
sales@allscape.net
http://www.alllighting.com
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Specifications

Specification Grade

Sign Accent

Building Entrances

Doorways

Pedestrian Areas

Walkways

Building Accent

Tree Lighting

Landscape Areas

Certifications

Fixture Housing/Knuckle

Lens

Lens Frame

Adjustable Reflectors

Lamp Holder

Options

Finish

Safety

Warning

ETL and CETL listed for wet location and meets IP65 standard, dust-tight and 
water-jet proof.

The housing and the DK (standard) and CK (optional) knuckles are constructed 
of die cast aluminum castings with a minimum 1/8” thickness. Both knuckles 
come with 1/2” NPT threads for mounting to standard junction boxes or 
with an additional cast swivel for mounting to the available ballast housings. 
The knuckles provide 120º vertical (30º down, 90º up ) and 360º horizontal 
ajustability.

Clear tempered 3/16” thick, sealed to lens frame with injection molded silicone 
gasket.

Die cast aluminum minimum thickness of 1/8”. Attached to fixture housing with 
four captive stainless steel 8-32 socket cap screws.

Spun aluminum highly specular Alzak™ finish for either type SPT spot or FLD 
flood for T6, T4 or BT5 lamps. Both reflectors are provided with an adjustable 
spot to flood external aiming mechanism.

Porcelain 4kv pulse rated medium base for HID and Incandescent lamp sources.

Color Filter (CF), Medium Visor (MV), Snoot (SN), Linear Spread Lens (LSL), 
Prismatic Spread Lens (PSL), Internal Hex Cell Louver (HL), Classic Knuckle (CK).

BK-BZ-WH-GR-GY-NA baked enamel paint standard. Powder coat and custom 
colors available on request.

Caution: Care should be taken when specifying fixtures for use in pedestrian ar-
eas to avoid problems that may be caused by high lens and fixture temperatures. 
Consult factory for more information.

Caution: Care should be taken not to install in-ground and ground mounted 
fixtures in areas where water can stand for prolonged periods of time. Sufficient 
drainage must be provided to avoid problems. Consult factory for more informa-
tion.
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WMR

WMSSL-51-CBH SL-51-CBH-MV SL-51-CBH-SN

Luminaire Dimensions
Luminaire  A   B   C   D   E   F   G  Weight
 Inch  mm Inch  mm Inch  mm Inch  mm Inch  mm Inch  mm Inch  mm lbs. kg
SL-51 7.60  193 6.50  165 10.28  261             7 3.2
SL-51-CBH 7.60  193 6.50  165 10.28  261 12.00  305          15 6.8
SL-51-CBH-MV 13.13  336 6.50  165 10.28  261 12.00  305          16 7.3
SL-51-CBH-SN 14.13  359 6.50  165 10.28  261 12.00  305          16 7.3
WMR             6.38  162 8.38  213 3.50  89 12.5 5.7
WMS             6.38  162    3.50  89 12.5 5.7
SL-51-UD 16.25  413    10.28  261    10.38  264 6.00  152 3.50  89 24 10.9

Product Order Guide
 Max Lamp 
Series Watts Type Voltage1 Optics Finish2,3 Options
SL-51 13CF CF 120 SPT  (T6/T4/BT5) BK Black LSL Linear Spread Lens
 26CFQ CFQ 208 FLD  (T6/T4/BT5)  BZ Bronze PSL Prismatic Spread Lens
 32CFT4 CFT 240 FLD  6H6V (CFT) WH White SN8 Snoot
   277   GR Green MV8 Medium Visor
 20MH4 BT5    NA Natl Aluminum GF Glass Color Filter
 39MH4 PAR20    GY Gray HL Internal Hex Cell Louver
 35MH4 R111    CC Custom Color DK7 Designer Knuckle
 70MH4 T6      CK Classic Knuckle
 70MH4 T4      JBS Junction Box Square
 70MH4 PAR30      JBR5 Junction Box Round
        JBRTM Tree Mount Junction Box
 50INC PAR20 120     STNM Stanchion Mount
 50INC AR111 120     LP Plastic Post
 75INC PAR30 120     CBH Composite Ballast Housing
 75INC MR16 120/277/12     RCBH Remote CBH
 100INC T4mini 120     RWMS5 Remote WMS
        WMR Wall Mount Recessed
 3X1WLED6 MR16 120/277 2, 4, 10, 16,25, 50, 80, 2x70, 10x60 WMS5 Wall Mount Surface
        UD Up/Down Mount
        SP Straight Post
        PL 90º Post
        DPL 90º Double Post
        CP Curved Post
1 Consult factory for other voltages.     SA Straight Arm
2 Consult factory for other finishes.     CA Curved Arm
3 Baked enamel paint is standard, powder coat is optional.   LV Low Voltage
4 Requires ballast enclosure.
5 Specify Junction Box Mounting or Surface Conduit Connection.
6 Specify Color Red, Blue, Green, Amber, White (5000ºK).
7 The Designer Knuckle (DK) is provided as standard.
8 Care should be taken if these options are used in an up aiming orientation as debris can 
  collect inside and obstruct the light and cause thermal problems. Consult factory for more information.

CF=single biax, CFQ = double biax, CFT = triple biax

Example: SL-51-70MH-T6-277-SPT-BK-CBH

UD
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S36

Number*

131/2"
343mm

71/2"
191mm

57/8"
149mm

39-70W PAR-30L
Metal Halide

LampsB
Diameter

C
Depth

A
Aperture

Specular
Alzak Cone

Cylinder
Housing

Lamp
(By Others)

Cone Retaining
Spring (90  Removed)

Thermal
Insulation

Mounting
Ring

Electronic
Ballast

Mounting
Pan

Dimensions and Lamps

*To specify add watts for proper ballast, eg. S36-70. 

S38 16"
406mm

105/8"
270mm

8"
203mm

70-100W PAR-38
Metal Halide

A

C

B

S36

Specular
Alzak Cone

Cylinder
Housing

Lamp
(By Others)

Cone Retaining
Spring (90  Removed)

Capacitor
90  Removed

Thermal
Insulation

Mounting
Ring

Magnetic
Ballast

Mounting
Pan

Mounting
Yoke

S38

S38

S36 39-70W PAR-30L Metal Halide 

S38 70-100W PAR-38 Metal Halide 

Conoid Apertures

Optics and Applications
Beam spreads range from 8° to 65°. Lamp color tempera-
ture is 3000K, CRI up to 92. Output is projected through
parabolic low brightness shielding cones. Use anywhere
for general, transient or task applications.

Design Features
Housing dimensions keep operating temperatures well 
in the safety range. The ceiling line reveal diverts heat
flow away from the building wires into the workspace.

Finish
Specular clear Alzak cones are standard. Optional colors
and Softglow® finishes available. Cylinders are satin
brushed then sprayed and baked matte white enamel.
Interiors are optical matte black.

Ballasts
S36 is standard with an electronic ballast with thermal 
protection and auto reset. Features quiet operation, end 
of life shutdown and constant lumen and wattage output.
S38 is standard with a core and coil magnetic ballast type
HX with capacitor correction up to 95% HPF. Standard
voltages 120 or 277. Inrush current is controlled, lamp
wattage is regulated for line voltage variation to 10%.
Replace failed lamps immediately. Ballast is dual voltage
120-277, shipped for 277V. Simple field correction to 120V.
An optional electronic ballast is available for S38.

General
Fixtures are listed with UL and C-UL. Union made IBEW.
Luminaire Efficiency Ratings (LER) do not apply to fixtures
using reflector type lamps.

Accessories
B Black cone. T Titanium cone.
G Gold cone. W Wheat cone.
H Mocha cone. Y Pewter cone.
P Graphite cone. Z Bronze cone.
S Softglow® finishes: add S before color letters. e.g. SW 

for Softglow® wheat cone, SC for Softglow® clear cone.
U Ballast fuse. EX Exterior application.
M Wall mount. BA Brushed aluminum finish.
CC Custom color.
P5 Pendant mount, 21" length.
ES Extra stem length, specify length.
YK Yoke mounting, remote magnetic ballast.
YKE Yoke mounting, integral electronic ballast.
EBH Electronic ballast 50-70-100W for S38, specify watts.
V347 347 volt magnetic ballast, 50-70-100W, specify watts.
EC Emergency circuit with mini-can socket and leads.*
AO Instant restrike magnetic Auto-On system. 

For electronic ballast AO contact factory.
*Use open rated 60W max. auxiliary incandescent lamp.

Matching Units
Recessed directionals Pages R9, R14, R15
Recessed downlights Pages R8, R10, R11

R12, R13, R21

Kurt Versen Company Point Source Lighting
Westwood, New Jersey  07675

S5

mcla
ARCHITECTURAL LIGHTING DESIGN PROJECT FIXTURE TYPE

--
OF- / - / -

GD1
1 2

3

L
E

D
IA

 L
L

09.25.2009 Schematic Design Submittal


